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SAFETY TIPS

1. Read entire instructions carefully before
mstalling door.

2. Door mstaller must perform installation,
adjustments, and repairs.

3. Use proper lifting equipment and lifting
procedures when installing door in
opening.

4. All Betco Doors are now made with
Tension Adjusters. Only trained installers
are authorized to adjust tension on doors.

5. Do not cut retention band around door roll
or unwrap protective wrap until
mstructions indicate.

6. Do not stand in door opening during
operation of door.

7. Do not allow anyone other than authorized
mstallers to adjust or install.

8. If door becomes inoperative or hard to - (F
operate, contact a qualified door installer. :\‘D

Figure 1
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**At least 2 installers are eeded to complete door installation. Door is NOT designed for a 1 person hft up

installation.

BETCO

www.betcoinc.com

ITEM DESCRIPTION PART NUMBER NOTES
A | DOOR CURTAIN DP-6 OR DP-7 WIDTH, HEIGHT | ORDER BY OPENING WIDTH + 3.00",
AND COLOR HEIGHT & COLOE.
B | DOOR IRACK LEFT DTA-HEIGHT-DL ORDER BY DOOR OPENING HEIGHT
DOOR. TRACK, RIGHT DTA-HEIGHT-DR. +725”
C | DOOR AXLE ASSEMBLY DAA-OPENING WIDTH-2D (R | ORDER BY DOOR OPENING WIDTH +
3D +6.50” 6.50°
D | DOORLATCHEKIT DI0055 STAINLESS STEEL W/ 4 STN STL BOLIS
INSTALLED
E | DOOR ALUMINUM DX-OPENING WIDTE-AL +3.00” | ORDER. BY DOOR. OPENING WIDTH
EXTRUSION ASSEMBLY +3.007
F | DOOR STIFFENER CHANNEL | DS-OPENING WIDTE-GL - ORDEE. BY DOOE. OPENING WIDTH
1.007 -1.00
G | DOOR ASTRAGAL D20008 EDPM
H | DOOR BRACKET ASSEMBELY | D20100 W/ TA-LEFT & BEG- TENSION ADJUSTER PRE-ASSEMELED
RIGHT OR ON BRACKETS
D20101 W/ TA & BRG ON LEFT
& RIGHT
I | DOORSTOP D20002 PRE-PUNCHED FOR MAGNETIC
DETECTOR
] | DOOR HANDLE D20009 NONE
K | FELT TAPE SIRIP DI0026 NONE
L | HARDWARE PACKAGE STEEL, MASONRY OR WOOD | ORDER BY BUILDING CONSTRUCTION
CONSTRUCTION
M | POLY DAMPENER D20057 & D20038 NOISE DAMPENER. AND PROTECTS
PANELS FROM RUB DAMAGE
Tool List Neededfor Door Installation
1 Tension Bar 1 Safety Glasses
1 Spring Tool 1 Gloves
T 1/ 20 wrench 1 Level
1 7/ 1wdeach 1 Step Ladder
1 Tape Measure 1 Box Cutter
T 3/ 80 Nut Driver 1 Plyers
1 Drill

31
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STEP 1.D0 NOT CUT BANDS OR UNWRAP PROTECTIVE COVER AROUND THE DOOR AT THIS
TIME . Instructions to do so will come in Step@heck the door opening heigintd width to make sure it is the
correct size door ordered. Make sure jambs are plumbeaxdkis level.

STEP 2.D0 NOT CUT BANDS OR UNWRAP PROTECTIVE COVER AROUND THE DOOR AT THIS
TIME . Position the door in front of the opening insidedber openingPlace crating under door curtain,
which was shipped with doors for protection. (Segifé2)

\}4\?—* EH BRACEET ASSEMELY
x)'f-/" (PRE-ASSEMBLED WITH TENSION
B ADJUSTER - 7'-0" OF MOEE;
S OR WITH BEARTNG IV 6-11" O LESS)
-
A HARDWARE EIT BAG
WILL BE FROVIDED WITH
\\1’ EACH DWDOE ASSEMELY.
W
W _
\3}7 IE:f'_’_E:_ —
= — —
LEFT HAND TRACE—" —
"w_g_;..___]" DOOR EXTRUSION
NOTE:
FLACE DOOR EXTREUSION
. ON FLOOE AS SHOWN
LEFT HAND BRACEET ASSEMBLY —
(FRE-ASSEMELED WITH TENSION ADJUSTER i DOOR SHIFFTNG CRATE

r — DDORE CURTAIN ASSEMELY
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STEP 3.Attach door bracket to each track with fastersshown in figure3. Place the doorstoparriage
bolt, and nut ireach trackAs sfown below, ighten all bolts being careful not to over tighten or strip bolts

LEFT HAND BRACKET ASSEMBLY 1/4"-20 X 3/4"

CARRIAGE BOLTS

DOOR STOP

FASTENER HOLE

@\ 1/4"-20 KEPNUTS L.H. DOOR TRACK

AND FLAT WASHERS

Figure 3

STEP 4.pull thespringout of theDOOR BRACKET ASSEMBLY temporarilyslide DOOR SPRING
ATTACHMENT TOOL over AXLE near DOOR PANELS and release springaétt each spring end to each
DOOR BRACKET ASSEMBLY over the tabs on TENSION ADJUSTER. Positiorhtiakon spring over
threaded stud and tighten nut with washer to threaded stud. (Seeiglogv.) Repeat step 4 for each side o'
door i f d widerorgicager,.over 70
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5/16"-18 X 1" RIBBED CARRIAGE BOLT

TABS ON TENSION
ADJUSTER. FIT SPRING
OVER TABS AT ASSEMBLY |

 LH.TRACK

L. H. BRACKET ASSEMBLY '
W/TENSION ADJUSTER ‘
(INSIDE VIEW) :

L.H.DOOR BRACKET

Figure 4 |
{ U ﬁ“ﬂi

\\ )-'--"._’-" -
" DOOR SPRING ATTACHMENT TOOL

Y= psaT

STEPS5. slide DOOR BRACKET ASSEMBLY onto the end of the AXLE as shown in Figure 5. Slide
AXLE WASHER in place over AXLE and install COTTER PIN into AXLE through the hole provided to se:ure

the DOOR BRACKET ASSEMBLY. (NOTE: Locate DOOR EXTRUSION as shown in Figure 5 for STEP %).
The location of the door extrusion is critical for proper mounting and spring teR&peat step 5 for the other

side of the door.
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L.H. DOOR BRACKET
(PRE-ASSEMBLED WITH
TENSION ADJUSTER)

DOOR PANELS

IR
'g.io:!""'

|
=
Vi Ay

//DOOR EXTRUSION

Figure 5

& DOOR AXLE, DRUM (POSITION ON FLOOR
& SPRING AT LEFT END IN THIS DIRECTION)
OF DOOR ASSEMBLY.

STEP 6.Positim bottom of DOOR TRACKS against the back of wall columns; lift the DOOR AXLE
ASSEMBLY to position against wall columns.
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DOOR JAM

/— DOOR AXLE ASSEMBLY

\— INTERIOR WALL

poor jaM—""| I
i

(i
o Figure 6

L
I

WARNING
Lift the DOOR AXLE ASSEMBLY. Do not lift door by tracks.

Door is not designed for a 1-person lift up installation. At least
2 installers are needed to lift and position the door. Lifting
equipment should be used for large doors. Do not leave door

unattended at anytime during installation to wall columns.

LEFT
)

STEP 7.Attach the RIGHT DOOR BRACKET ASSEMBLY and RIGHT TRACK to the wall jamb with

the type of fastenersahmatch the type of wall material (See FigdreMeasure and position the outside edge
Position the outside of

shouB@d@ohawe sa dei 9fancacktf

RI GHT TRACK.
@ame Bi6n g

of the
Figure7( Ex amp |-@0
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BRACKET ASSEMBLY and LEFT TRACK to jamb. Be sure the tracks are plumb and level. Remove
protective wrap from door at thisne butDO NOT cut or remove strapping

EXAMPLE: 8'-0" OPENING -

B
LEFTSIDE—_ RIGHTSIDE
— o 4 DOOR TRACK
;)1?:?1];:;:(;;} S 1 [ — LEFTSIDE SAME
SAME EXCEPT REVERSED 1/4" EXCEPT REVERSED
2 —— 2" L 14
FASTENING FOR FASTENING FOR WOOD
STEEL JAMBS OR MASONRY JAMBS
tlﬂ& i8]

TYPICAL OPENING RELATIONSHIPS

E

2'-0"

TYPICAL

OPENING WIDTH
EXAMPLE: 8'-0"

/4" X11/2"
LAG SCREWS
AT ATTACHED CLIPS

S

o3 FOR WOOD WALLS
, g |2
V4" 14X 1" : =
DOOR PANELS : 5
SDS SCREWS l zg
B
-
= 516" X 112"
SLEEVE ANCHORS
AT ATTACHED CLIPS
84" FOR MASONRY
OUTSIDE =
OF TRACKS S < | ATTACHED CLIPS
. 11/4" . & & | INSTALLED AT
~ 1Y 31 FACTORY BY BETCO
TYPICAL TYPICAL ﬂ
Figure 7 f
i
FASTENING FOR FASTENING FOR WOOD
STEEL JAMBS OR MASONRY JAMBS

STEP 8.preTension the door springs by rdtag the entire DOOR AXLE ASSEMBLY, at least 2 complete
turns in the up direction, as shown in Fig8fe While holding the BOTTOM EXTRUSION of the door
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securely, cut the straps around the door. Pull the BOTTOM EXTRUSION down into DOOR TRACKS to abou
3 fed. Have someone hold DOOR EXTRUSION until Si€jas complete.

DOOR EXTRUSION
(POSITION ON FLOOR
IN THIS DIRECTION)

CAUTION
HOLD THE BOTTOM EXTRUSION SECURELY
WHEN CUTTING BANDS, OR THE ENTIRE
DOOR WILL TRY TO UNWIND. IF NOT HELD
SECURELY, IT CAN CAUSE SEVERE INJURY.
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STEP9.0 nstall DOOR STIFFENER and DOOR HANDLES usi i
Figure9) Ti ght en DOOR STOPS wi teghnutithat was inStalleddd@EPr3.ilnstglle b o
DOOR PULL CORD and DOOR LATCH ASSEMBLY. (See Fig@e
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